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1. Overview 

Traditionally, accessing a remote HMI is a convoluted job. Security concerns and 

tricky network parameters setup makes it difficult for many HMI users. And even 

with proper setup, access is still quite limited, allowing connection to only one HMI 

within the remote network. However, with EasyAccess 2.0, this has all changed.  

 

EasyAccess 2.0 provides a new way for accessing an HMI from anywhere in the world. 

With EasyAccess 2.0, it becomes very easy to monitor and troubleshoot HMI and PLC 

that are at a remote location as long as Internet connection is available. As 

EasyAccess 2.0 already takes care of network settings and addresses security issues, 

the user can connect easily to the HMIs as if they were on the local network. 

Moreover, it is possible to have access multiple HMIs within a network. 

 

EasyAccess is also a remote supporting service. Consider the case in which a machine 

builder has sold his machine with a Weintek HMI installed, and one of his oversea 

customers is reporting a problem, which may or may not require inspection by an 

engineer. He can remotely connect to the HMI through EasyAccess 2.0 to investigate 

the problem. The customer needs no extra network configuration, just Internet 

connection. In addition, he can also update the HMI project, monitor the PLC by 

Ethernet Pass-through, or even update the PLC program. 

 

2. Features 

 Secure connections  

 Little PC setup required; no router setup required 

 User friendly administrator and client UI 

 Supports pass-through and proxy server 

 

3. System Requirement and Installation 

System Requirement 

 PC Operation System: Windows XP, Windows 7, Windows 8 (32 /  64bit), 

Windows 10 (32 / 64bit) 

(Require Administrator privilege) 

 Weintek HMI with EasyAccess 2.0 feature activated (Eligible HMI models) 

 Internet Connection 
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 EasyBuilder Pro V4.10.05 or later 

 iPad: iOS 7.0 or above 

 Android: V4.1.2 or above 

 

Installation 

1. Download the setup.exe file from EasyAccess 2.0 homepage and open it. 

Select the language for the installation process, and then click [Next]. 

If there is a previous version of EasyAccess 2.0 on the PC, please remove it 

before installation . 

 

2. Select a folder for EasyAccess 2.0 installation, or use the default folder. Click 

[Next]. 

 

3. Select a start menu folder, or use the default folder. Click [Next].  
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4. Select additional tasks, for example: [Create a desktop icon]. Click [Next]. 

 

5. Confirm all setting. To change the setting, click [Back]. To start installation, 

click [Install]. 

 

6. Installation progress. 
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7. Click [Finish] to complete the installation.  

 

 

Here is a list of notable files in the installation folder:  

File Name Description 

cMT Viewer The PC application for accessing a cMT-SVR. 

EasyAccess 2.0 The main program used to establish remote 

connection to an HMI. 

gui_30 An essential component when using HMI 

Viewer to monitor a remote HMI. 

PC Activator Application for activating EasyAccess 2.0 for 

HMI on the network. 

EA_V2xxxx_ReleaseNotes 

(pdf) 

Release notes documenting important 

changes of EasyAccess 2.0 to date. 
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4. Getting Started 

Understanding EasyAccess 2.0 

EasyAccess 2.0 access technology is quite different from traditional way of remote 

access method. Here are some notable points: 

 

Traditional remote connection 

(blue links) 

 EasyAccess 2.0 

(green dotted links) 

 Connection traffic must pass 

through a number of firewalls, 

which means there are layers 

of network settings.  

  PC and HMI both connect to a 

dedicated VPN server through 

which data are exchanged, or by 

P2P. 

 

 Network/Router setting is 

mandatory; therefore, 

coordination with the IT 

department is crucial. 

  No additional network setting is 

required. 

 

 For one WAN IP, only one 

device can be connected.  

  For one WAN IP, multiple devices 

can be connected. 

 

 For a device behind two or 

more routers, connection 

might not be possible. 

  Being behind several routers does 

not affect EasyAccess 2.0 

connectivity at all. 

 

 

EasyAccess 2.0 Network Overview 
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Understanding Domain, HMI Group, and User 

The basic management block is Domain, under which HMIs, HMI Groups, and 

Domain Users exist. An HMI, upon activation, can be added to a domain.  

 

Activation: The first step towards using EasyAccess 2.0. Each HMI has its EasyAccess 

2.0 feature disabled by default, and must be activated in order to use the feature. A 

purchased license can be used to activate any one of the supported models; however, 

once an HMI has been activated, its license cannot be transferred to another HMI. 

 

Domain and Domain Admin: The basic block of HMI management. One Domain 

account may contain a number of Users, HMIs and HMI groups. However, each HMI 

can belong to only one Domain. The Domain Administrator manages all aspects the 

domain through the web-based portal at (https://account.ihmi.net). Note that 

domain account is not used for logging in the EasyAccess 2.0 client program.  

 

HMI Group: A subset of HMIs within a domain. A user in an HMI Group can access all 

HMI in that group. For the Domain Admin, HMI Groups provide an easy way for 

management of user access to HMI. An HMI can belong to more than one HMI 

groups. 

 

User: A user holds the account used to login in to the EasyAccess 2.0 program. They 

are allowed access to HMIs for which it has direct association, and also HMIs within 

the group it is associated with. UserΩs relationship with HMIs and HMI Groups are 

managed by the Domain Admin. 

 

The prime principle governing HMI management in EasyAccess 2.0: 

 

An HMI can belong to one domain only at any given time 

 

https://account.ihmi.net/
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Example 

Consider the following figure for an illustrative example of a domain.  

 

 In this example, the domain, named άMyDomainέ has two users, Peter and 

Nina. 

 In this example, HMI are grouped together as Group I, Group II, Group IIIΧetc, 

and one HMI belong to more than one groups. (HMI A) 

 Users can belong to many groups, and have access to the HMI in the groups they 

belong to. (User Peter & Group I) 

 Users can be directly associated with HMI and have access to them. (User Nina 

& HMI J) 

 Multiple users can access the same HMI, whether by assignment to groups (HMI 

A) or by direct association (HMI H). 

 

All of this is done by the Domain Admin. The Domain Admin can exercise large 

amount of freedom in domain management. 

 

 
A sample domain άMyDomainέ 
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Setup Checklist 

 
Please review the following checklist to start using EasyAccess 2.0. See relevant 

sections describing the functions in detail. 

 

Check Relevant Section 

V The HMI must be activated. (5. Activate an HMI) 

(16. PC Activator) 

V The HMI must be registered in a 

Domain. 

(6. Add an HMI to a Domain)  

(7. Manage the Domain) 

(16. PC Activator) 

V The HMI must be programmed to 

go online. 

(8. onnect the HMI to EasyAccess 2.0) 

V The user must have a user account 

which is associated with an HMI. 

(7. Manage the Domain) 

V EasyAccess 2.0 must be installed. (9. EasyAccess 2.0 PC client Program) 

 

Having all set up, the user may then initiate remote connection to the HMI! 

(10. Connect to the HMI by EasyAccess 2.0) 

(14. EasyAccess 2.0 on Android) 

(15. EasyAccess 2.0 on iPad) 
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5. Activate an HMI 

The HMI must have been activated in order to be connected using EasyAccess 2.0. 

Check its activation status on HMI in the [EasyAccess 2] tab of the [System settings] 

page. 

 

Your HMI may have been activated already. If not, an HMI can be activated by one of 

the following means: 

 

 Self-serve activation with activation codes on Domain web page 

 Self-serve activation with activation codes on PC Activator 

 Activation by WeintekΩs authorized dealer 

 

Alternatively, new user could test out EasyAccess 2.0 by getting trial activation. 

 

In either case, HMIΩs Hardware key will be required. Locate it in the [EasyAccess 2] 

tab of system setting or system register LW-11210. 

 

 

Activation status and Hardware key 
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With an Activation Card 

If you have an activation card, you may activate the HMI with the Activation codes 

printed on the card through the domain management system.  

 

 

Activation Card 

 

1. Visit the domain management system and login to your Domain with your 

credential. 

 

For the Global server, the URL is https://account.ihmi.net 

For the China server, the URL is http://www.easyaccess.cn 

 

2. In [Devices] tab Ǻ [Add HMI], choose the Action type [Using activation card], 

and then enter the Hardware key and your Activation code. 

 

Note: Activation by activation card will also add the HMI to the domain, in which case, 

steps described in Chapter 6. Add an HMI to a Domain can be skipped. 

https://account.ihmi.net/
http://www.easyaccess.cn/
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Activation by activation code 

 

With an Activation Card on PC Activator 

Alternatively, use the helper application άPC Activatorέ to facilitate activation 

process. 

1. Run PC Activator. 

2. Enter Domain AdminΩs credential and Activation code. 

3. From the HMI list, select the one to be activated. The HW key will be 

loaded to the display field. 

4. Depending on the HMIΩs current activation status, the button below will 

show άActivateέ or άAlready activated. 

5. Click on the άActivateέ button to complete activation. 

 

Note: Support for PC activator varies among different model and OS versions. Please 

review Ch 16. PC Activator for information on PC Activator 
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PC Activator 

 

By Hardware key through dealer 

Please provide the Hardware key to your dealer for assistance. 

 

Trial Activation 

A one-time, 30 days free trial activation option is available for each HMI. 

 

1. Visit the domain management system and login to your Domain with your 

credential. 

If using the Global server, the URL is https://account.ihmi.net 

If using the China server, the URL is http://www.easyaccess.cn 

 

2. In [Devices] tab Ǻ [Add HMI], choose the Action type [30 days free trial], 

and then enter the Hardware key. 

 

Note: The HMI will be permanently bound to the domain in which the 30 days free 

trial is activated. It must be activated with an activation code before it can be deleted 

and transferred to another domain. 

https://account.ihmi.net/
http://www.easyaccess.cn/
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6. Add an HMI to a Domain 

An HMI must belong to a domain to use EasyAccess 2.0.  

 

When an HMI is activated by activation card, it is automatically added to that domain 

in which it is activated. However, when an activated HMI does not currently belong to 

any domain, once it goes online, it will obtain a set of Session ID/Password, which 

can be used to add the HMI to a domain.  

 

EasyAccess 2.0 service requires that each HMI belong to only one domain. Therefore, 

once an HMI is added to one domain, it cannot be added to another one. Another 

Domain Admin will not be able to add that HMI even with the same Session 

ID/Password. For an HMI to be transferred to another domain, it needs to be 

removed from its current domain, and then it can be added to another domain with 

its new Session ID/Password. 

 

By Session ID/Password 

 

How to find Session ID/Password? 

 

Session ID/Password are generated uniquely for the HMI by the EasyAccess 2.0 

service, the HMI must go online in order to receive this piece of information.  

 

1. First, create and download an EasyBuilder program that displays Session 

ID/Password (system registers [LW-10821] to [LW-10827]), and allows 

setting LW-10820, the connection control register.  

 

The above setup has been made available in a demo project and the 

template files. 

 

2. Let HMI go online by setting [LW-10820] to ON.  

 

3. Once successfully connected, HMI will display the Session ID/Password.  

 

Review Chapter 8: Connect the HMI to EasyAccess 2.0 Server for more information. 
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Demo Project showing Session ID/Password 

 

 

Note: It is also possible to find out the Session ID/Password without actually 

downloading with EasyWatch. EasyWatch allows users to monitor the HMI or the PLC 

address values via Ethernet from the PC. For its usage, check out related sections in 

the EasyBuilder Pro User Manual. 

 

Add to domain by Session ID/Password 

 

In domain page, under the άDevicesέ tab, click άAdd HMIέ, and then enter the Session 

ID/ Password and notes if needed. 

http://www.weintek.com/Download/EasyAccess20/Project/EasyAccess_2_Demo.zip
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Add to Domain by Session ID/Password 

 

In PC Activator 

PC Activator also facilitates the άAdd to Domainέ process, without needing access to 

the Session ID/Password. Refer to 16. PC Activator on how to complete this process 

in PC Activator. 
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7. Manage the Domain 

To access the domain management system, 

For access of Global server:  https://account.ihmi.net  

For access of China server:  http://www.easyaccess.cn 

 

Note: your project setting may affect which domain to use. Please be mindful about 

the choice of server. 

 

Domain Creation 

Anyone can create a new domain for free. A valid e-mail address is required. 

 

Create a Domain 

User Management 

The User list displays all users and their information in the Domain. It shows whether 

a user is associated with any HMI and if the user belongs to any HMI group. In this 

page, the Admin can carry out user management actions: Add User, Edit User, Delete 

User, or Copy User here. For domains with a large number of users, search tool is also 

available. 

 

https://account.ihmi.net/
http://www.easyaccess.cn/
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List of Users 

 

Icon Function 

 

The Admin can create a new user ID in this window by 

providing an email address. Password information will be 

sent along with a confirmation email to the address 

provided. The new user must confirm registration by 

following the link in the mail to complete registration. 

 

Add New User 

 

The Admin can edit the HMI and HMI Group association for 

the selected user. 
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Icon Function 

HMI/HMI Group Ǻ HMI 

Edit the selceted userΩs association with HMIs. 

HMI/HMI Group Ǻ Group 

Add/Remove the selected user to/from HMI Groups. 

 

Adding a user to HMI groups 

Account Setting 

View infomration about this user account, and edit 

description and email information. 

 Delete the selected user from this domain. 

 Create a user with the same HMI/HMI Group association. 

 Search for a user by name 

 
A user whose name has a  mark beside indicates that the 

user is not assigned to any HMI. 

 

Change User Password 

When the user account is first created, a default password is mailed to the registered 

email address. The password can be subsequently changed. To do so, visit the 

homepage of the domain management system and select User login. Follow the on 

screen guidance and change the password. 
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User Login 

 

Device Management 

The HMI list shows all HMIs registered in the current domain, and the HMI Group list 

shows all groups currently existing in this domain. The first column can sort the HMI 

by name, while the other columns can be set to show the following information: 

Private IP, Public IP, Activation Date, or Custom Field. 

 

 

HMI List 
































































